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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CbnditfOn D .1 .17 Record Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-fe_) f _,v-£1 ~ 0 ·if\ 

Date /f Inspection: v I Time: 
J ao ( I I [.J_ 

Shift: ~or Second) r::, ,r s -r 
Monitor 10: 

1v7 · fZ 2ooo ri1')•, i><..G 

Instrument Calibration G~~s: h. -/ / 
Jso ~:...._ v -e._ vc. c 16() /P;~ 

Background Instrument Reading: 
( 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running/ Down 
! 

CARBON OR .·~. ~/ / 
- - 1- ;J - ~ 

SDS Shredder--- Run7 Down 
~ 0 f It- ;J -0 

~ 

ATDU/OWS Ru7 Down 
;)_O{ 8 },6 f IL/ 0 - ~ 

Area 8 --Tanks 52,53,54 Ru7 Down ./ 

L3 l? {Tanks 02 through 04) ?ilL, 0 A) --
Distillation Unit Ru/ Down 5r:{( 0 J - I 

~ 0 f+ ~ ! 

Tank 51 Ru7 Down 
i)_ i~ tJ =--i' ?J 0 (-1 -

I --I 

Tank 55 Run~· Down 
) 4 0 \ !u i I l 

. ..-- ,_. 
-~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn D .1 .17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·1:_ J c __ j 
~o· .. a vv·,_~p I u /\ 

Date of Inspection: J Time: • "-7 

! /]__ /;6_ 
l 

Shift: (~ or Second) 
·Jr ~-~-

Monitor ID: 
)Vl ' K 
• t '" f c. e_, :;;tou c, 

Instrument Calibration Gases:. -l 
Is ·r') h -. d /e. ,/, e ! Q CJ ,(J,QJ~ 

Background Instrument Reading: 1 O 
(5, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in I 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down ff (ll/1 
~" 

-// ~- - ·- -
CARBQN OR fLAREJ v 
SDS Shredde~ Runni?g Down J ft 

I 

i/ 
1 ~~ ~ --· 
<7-

ATDU /OWS Runj Down ),y IT yJ 
-

/'7 ~ (, - - -

Area 8 --Tanks 52,53,54 Runnin)i Down 
~51~~ fr l fl t) 

(Tanks 02 through 04) t/ 
--- -

Distillation Unit Ru~7g Down I ;+ tJ ·:::,-=> -~, I 4. 0 - - --· 
Tank 51 Runnipg Down , I 'l .4 !J // !'( i') 

- -

Tank 55 Ru;rng Down 
1&,~/ 

c) A· rJ /, ~ !' 
- ..__ 

I 

- ------
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. D. 1.10 Carbon Adsorber/Canister Monitoring 

Conditron D .1.17 Record Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date If r~ 
l 

Shift: ( irs2~~~~) 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Inlet Exhaust Visual Carbon Spent Carbon Placed in 
1 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down - -
CARBQN OR FLARE* 

SDS Shredder Running Down - ·-
·~ 

ATDU/OWS Running Down 
L/ - -

Area 8-- Tanks 52,53,54 Running Down 
·~" 

- -
Tanks 02 throu h 04 
Distillation Unit R~:Y Down - - -
Tank 51 Runnin9 Down 

~ 
- -

Tank 55 Ru~ Down - .;>--
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

'! 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Date of I spe 
l (' . 

J •. 

Shift: (Fir~ qr S~cond) 
1- R .. 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument ReadingO. 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
-. - ~ - -

CARBON OR LAR 

SDS Shredder Down - -
ATDU/OWS --- __,__ 

Area 8 --Tanks 52,53,54 
Tanks 02 throu h 04 - -
Distillation Unit RuVg - -
Tank 51 Run[1'9 --
Tank 55 Runr - ~ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditi0n 0.1.17 Record Keeping Requirements (c) _ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- - - ---·- - -

Inspector: ~l cJC~ {);~~;_ )£_}jttC 

Date of ,~nsppction: Time: 
'{\ I i .. ::) I I ::: .. 

'·-_:;; . 

Shift: (First
1 

~~ s_?~~ndl 
--~-;_~- ( (J (\( 

Monitor ID: jtl . £ 
/{)1 J? (J' i_~:C() C> 

Instrument Calibratio1;1 ~-~~r _ ~'t) 
I ~j~,., '.) cfTY t_F_;_:.r --J ·i:~ 1 C'c 

Background Instrument Reading:;--, 
c~ l_~; 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
//!~~~\ 

CARBON OR FLARE* 
p\j ~--

SDS Shredder Running Down ;\ . / f,J ;" 
~#-

ATDU/OWS R~~ Down /)\~ ~) 1-----· ~-

Area 8-- Tanks 52,53,54 Runn~og Down 
. \:-

(Tanks 02 through 04) :,~/.,7 

Distillation Unit Runn!Pif Down {r(\ tJ \/' /'' 

Tank 51 Run!)mg Down /~\-\,/' .~:u 

Tank 55 Runj)ihg Down ,l\ . ___,.. 
_.---· 

---~ ---
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

c:;;ondition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn D .1.17 Record Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:~-K. 
1 
cJ,( f?ALO 0 

Date _r lns,ection: 
~ 5 I '7 

_I Time: ~ ~; 0 0 1\(v\ 

Shift: (First or Second~} 
Seco0 

Monitor ID: -, kcr 
f\-'1 1 rl 1 c 2 Oo c 

Instrument C)!!P!!'ti~:m_ G~se~.: 
~~_JE:.u Tl; Lt:J\J£ j C;i:_'j p {)I''\ 

Background Instrument Reading: CJ 
-(\, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box. No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

/~~ \/ 
- -

CARBON OR FLARE* 

SDS Shredder Running Down 

l'"j7 \.~ c:> )~ j ---- -

ATDU/OWS Running Down 

LSLi I 2:3 )~ f\J ~~ L) --- ~ .--------

Area 8-- Tanks 52,53,54 Running Down 
-~y-- r~s 1 

(Tanks 02 through 04) I '0' ! 1 () i\ -- -
Distillation Unit Running Down 

1.~4~51 (} 5~7 (\ t0 --- -~~,.,..,.·-'/ 

Tank 51 Runnin~ Down 
'2 ~~I /:\ f'.__j 

'-~ I ._.;, - -
Tank 55 R~~ Down :3q ~~~- 0 l,q /\ - -

•I 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6ndi1Ton D. 1. 17 Record Keeping Requirements (c) . 

/-

I 
~j 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ;'i, . Al (~A 
. (!!i!d. /if .~;T:l 

Date of Inspection: Time: 
:~) .{( 

l.hijfl P~·\., lt?)i i<14'~ 

Shift: 1(First o~J3ec~ond) 
i-~ tPS:I 

Monitor ID: /; !)•!i t)ll .)~.·c 
Instrument Calibration Gases: 

=tst. i:i ... ~.~ t~. ~~ /( /{ 1 '1 

Background Instrument Reading: 
¥ "-'\ 

t~ l 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovenr.System: Runnin~ Down 
i'-t~" ,,, - /li I~ l\\ 

... ~ 

CARBON OR/ FL~RE* \/'' 

SDS Shreddef RunnjPg Down 
~·/' ( .. ·/ /t ( i\1 

~/ 

ATDU/OWS Runnj.ng Down 
/ ·~ "? "):t .. fi .:/\1 'l// c 

Area 8-- Tanks 52,53,54 Running Down / ,,) A 1\l 
(Tanks 02 through 04) 

/' ~ ,) I / c { i 

Distillation Unit Running Down ,9 /1/ \/ \ ... · L ) c 
Tank 51 Runni!lg Down l . 1::: l~ J\L \;/ ( -··· -
Tank 55 Runnj.ng Down 

)( :;,,;~, I . / I , j /A; 1\f I ,.-~ 

'""''l 

,,, .. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) . 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 
) -- "":V/0! l) /,~,.__ 0 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Time 

Vapor Recovery System: Running Down -
CARBON OR FLARE* 

SDS Shredder Running Down 
'-_:_/~ -- --

ATDU/OWS Ru~~ Down - ---
Area 8-- Tanks 52,53,54 Runnioo Down 

Tanks 02 throu h 04 ·,._/ ------
Distillation Unit R~~ Down 

/ 

Tank 51 Ru/ Down / ~=~=-=-=~="~ '~~ 

Tank 55 Run_~ Down y ~=~·~~"' 
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0.1. CARBON AbSORPTION MONITORrNG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1. 17 Record Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Time: 

Monitor 10: 

Instrument Calibration Gases: 
:z~,~~s~,· 

Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box. No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

GARBQN OR /~~ 
SDS Shredder Runnin9 Down 

:· #'* 

I~····" 

ATDU/OWS Running Down 
it,/?'"/&''~ 

Area 8-- Tanks 52,53,54 Runnin.9 Down 

Tanks 02 throu h 04 t~f'"'/ 

Distillation Unit RunninQ 
t>p?J 

Down 

Tank 51 Running Down 
~// 

. Tank 55 Running Down 
I ,/ 
~""J' 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 
, 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: v ;',~:/C, 

Date of lnspectio~: ~·· \ I Time: 
\ ... ~ {, ~/ { -"' ' /·~· ., 

Shift: {First or Second) ' 

'·cc:>< 

Monitor ID: 
.i ,. --··' ,J 

,/·,1,,,/ 

Instrument Calibration Gases: 
., ' _/, 

Background Instrument Reading: 
,·' 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down ,,,,, 

CARBQN OR FLARE* 

SDS Shredder Running Down /< 
: ,/' 

ATDU/OWS Running Down )c / 
,/ .. ,. i ,,/"' 

Area 8 -- Tanks 52,53,54 Running Down ···; c /\: // 
fTanks 02 through 04} • •. >- ' 

_.,----

Distillation Unit Running Down I /'~\\ / 
"• I··'' 

··.~ l ' t ) i ) 

Tank 51 Running Down 
! c/ )~\ lr 

l 1 : )'z ') 
' 

Tank 55 Running Down ') " ! /\ /{_// 
., 

I 

Revised 211 0/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

C}ondition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of ~l~.17pt.· .. lo. n: 
}_LUi • ' 

Shift: (First or ~cond) 

Monitor ID: 

: r~~~·· L i·"U,! 

Time: 

I 

., 

Instrument Calibration Gases: 
··~. I ,,_ 

\ .• 
), 

Background Instrument Readin9: 
(«=') 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery~ System: Running Down 

. j/' t 
. l 

CARBQN OR ~LA~J;Y ./ 
SDS Shredder Runnil}9 Down 

. I 
\j 

ATDU/OWS I Runnil)g Down 
I v 

Area 8 --Tanks 52,53,54 Runnirtg 

Tanks 02 throu h 04 
. / 
\) ... 

Distillation Unit RunnvJg 

\/ 
Tank 51 I Runrjng 

"/ 

Tank 55 

Revised 2/10/09 
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I I 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

----+ 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 

/ 

PCI shall documentcompliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:. 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBQN OR FLARE* 

SDS Shredder Running Down 
c//' 

ATDU/OWS Running Down 
~'"~""'p~'""".-r 

Area 8 --Tanks 52,53,54 Runnipg Down 
'/' 

Tanks 02 throu h 04 ~"/ 

Distillation Unit Running Down 

Tank 51 Runi]Jng Down 
/ 

!,,,.,./ 

Tank 55 Run~g Down 
\"",? 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gonditio_n 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 
I 

Instrument Calibration Gases: 
- \ s i2 .1 

Background Instrument Readi~:, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Running Down 

J -- ,__.-

Ruvg Down - - .--
ATDU/OWS RuJng Down - - -----
Area 8 --Tanks 52,53,54 RunnJng Down --
Tanks 02 throu h 04 

---
Distillation Unit Down - ----
Tank 51 Runnjng Down 

v' 
- -

Tank 55 Ru~ng Down - ~ 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6ndition 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: I Running I Down 

CARBQN OR FLARE* 

SDS Shredder Running Down ,. 
v' 

ATDU/OWS I Runnin,;~ 
~j 

Down 

Area 8-- Tanks 52,53,54 Runni!Hl I Down 

Tanks 02 throu h 04 
·~,f 

Distillation Unit Running Down 
_.,., 

Tank 51 I Runnir;g I Down 
·~' 

Tank 55 IRu~~ I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CbnditiOn 0.1 .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: ~~ ~ ) C1

a ~CJ -J 0 ·/\ 

Date o;lnspection: "Time: 
'-Sue !Trv1 

J /;'{ 1;2__ ~ 

Shift: (First o~) J 
s, ( r-~ c 

Monitor 10: 
(V?,'"' ~· rc (!_._ <::.- 0 

Instrument Calibration Gases: 

fa_, u b ~-_ 1-v /-ciA_ e__ I v G f' rf' i/'J7 

Background Instrument Reading: 
Q' f) 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in , 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Reco~stem: 
Running Down 

-/ f} 1!/ 
CARBON OR FLA~ (/ -- - - ~ 

SDS Shredder ~un~jrtg Down 
1 0 ;J .., IT - -

f/ ) 

ATDU /OWS Runnjng Down 

il ~ ~ i! 3 . 0 ff fi) ___,c 

v 
-

Area 8 --Tanks 52,53,54 Runn~g Down fJ !J 
~ 

(Tanks 02 through 04) V' ';:).113 I 0 
-

.::>'- .._ 

Distillation Unit Ru/g Down 
321() 5, 6 0 ff tJ - -

Tank 51 Ru/~ Down 
( {'~7 o,6 0 ff !l) 

--

Tank 55 R/ng Down ( 1 I 6 If· ~) I 0 .)_ ' 
~ 

.__;y 

' (, 
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D.1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1. 1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: --/e. j l 
e.- 0 f/lr~,{' iJV'\ 

Date of Inspection: r; 'Time: ::;;-( /ffi'V1 
I /!)/11._ ~ 

Shift: (First or ~) 
S e_ca "'- d_ 

Monitor ID: 
(11 i•''\ I rK e.__ a,_ )_ 0 oo 

Instrument Calibration Gases: J 
I s,obLA---fv ']:-M_L-- luo_fflvv1 

Background Instrument Reading': 
rQ 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 1 

Control Device 
Insp. Replacement Roll Off Box No. for , 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR~) 
- // - --· r+ 11) 

t/ 
- -

SDS Shredd(w:-"/, Running Down l} ~J / 3C(a 
~ -

ATDU/OWS Ru7g Down I 
lr (o H lj_ 

-

1 { I '·1 0 - ---'-

Area 8-- Tanks 52,53,54 RuLg Down 
j_ g I ).7 0 n tJ 

(Tanks 02 through 04) 
- - --· 

Distillation Unit Ru7g Down 
~ L{ I I ft !l) ·-, '3 ----

J 
~) ( - -

Tank 51 Running Down 

/7 1 '6 i I ,)__ fr tJ V' 
-· -

Tank 55 R7g Down 
J I 4 u - - --

I I 
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\' 



-.,.-

. ; 
. . 

D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1. 1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn D .1 .17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running 
.~~··'/,_d'~ 

CARBQN OR FLARE* 
~'""'-

SDS Shredder Running 
/ , __ /. 

ATDU/OWS RunniJlg 
/ 

L/ 

Area 8-- Tanks 52,53,54 Runni!Jg 

Tanks 02 throu h 04 "·"""'/',;/" 

Distillation Unit Runnjng 
/// 

Tank 51 RunnhJg 
,/ 

,,/·· 

Tank 55 Ru~ping 

Revised 2/10/09 
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D. 1. CARBON AbSORPTION MONITORri\IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6ndit!On 0.1.17 Record Keeping Requirements (c) 
_ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of I spection: 

l /,• ld 
Shift: {First o~ ~~cond) 

Monitor 10: 
Jnli'l; 

Instrument Calibration Gases: 

Background Instrument Reading: 
0. 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

·- . .-- -
CARBON OR 

SDS Shredder Runn7 Down --
ATDU/OWS RunniV Down 

__.___ 

-------

Area 8 --Tanks 52,53,54 Runnf Down -
Tanks 02 throu h 04 

Distillation Unit Runni 
_______.., -- ----

- ---- ---- ,_ 

Revised 2/10/09 
.,. 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

c6nditf0n 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:: 7 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I Runnin!} I Down 
~/· 

I Runnipg I Down 

~,f'""'/' 

RunninJ}. I Down 
~/ 

Runnii}Q Down 

I RunnJng Down 
~~>""''' 

I Runayng I Down 
..// 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

.,, 
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0.1. CARBON ADSORPTION-MONITORING LOG FOR DAILY AND QUARTERLY 
GCU' 

Condition.D.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

.and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ 

' 
Date of Inspection: 

. .I "I 

It ,J-

Shift: (First or Second). 
t: l?~ rj-• ,-JJ ,; ' 

Monitor ID: 

Instrument Calibration Gases: 
T<,nht 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runnil)g Down 

. ,,· ~>:;·· \, / 
CARBON OR ;{AR~t v 

SDS Shredd Run~tng Down 
\) 

ATDU/OWS Runnjng Down 

Area 8 --Tanks 52,53,54 Running Down 
. / 

Tanks 02 throu h 04 \/ 

Distillation Unit Runn~ng 

v/ 
Down 

Tank 51 Runl)ing Down 

VI 

Tank 55 Rving Down 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditfon 0.1 .17 Record Keeping Requirements (c) 

/·-

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of rspe tion: 
I I B' I~ 

Shift: (First or Seco~d) 
,S;eC.C(\v 

Monitor ID:;v , ~ 
\1111 /C(c 2-ccc 

Instrument Calibration Gases: 
JSCf!;Ul'ILfNE t~ 

Background Instrument Reading: 
Q, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down - - - -
CARBQN OR FLARE* 

SDS Shredder R~ Down - -....' 

ATDU/OWS R~g Down ...- -
Area 8-- Tanks 52,53,54 - -
Tanks 02 throu h 04 

Distillation Unit 

Tank 51 -
Tank 55 --

Revised 2/10/09 

\' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: r;; )I PA 
_i{ l G ' /_0 tv'-

Date of lni.pecb~: 
l 70 !? 

!Time: 5 A 
~cc -r"1 

Shift: (Fis~or sednd) 
~-eCCA. 

Monitor ID: M , /2 
t n: (_Jf1 c Lg::l_O 

Instrument Calibration Gases: " n, .. -.-y 1 ~ _ .o,, 
l c:;.o hv 1 fr /~'£ rCuv-f!r 

Background Instrument Reading:O, O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time ' 

Vapor Recovery System: Running Down ~ft~ ~ {0 ----- ----
CARBON OR FLARE* 

I 

SDS Shredder Ru7 Down ;31 r- A J /'0 ~ -
ATDU I OWS Ru~ Down 

Jqs? 2,~ 0 A- ' - -{'-----! 

Area 8 --Tanks 52,53,54 Ru~ Down 
122'7 0 4,7 A -----

(Tanks 02 through 04} 
f'0 --

Distillation Unit Runni!J9 Down 11o 51 \ 0 .. A ...__/ 1'0 -- -

Tank 51 R~ng Down 
l_ll5~ 2/q A -

f.___) 
~ 

Tank 55 R~r\g Down --------1 I 1"0 - ,-

l 

I 

Revised 2/10/09 

\' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) . 
. 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- -- - -- - -- ---- ---- --- - - - -

Inspector: •1 

l ( ~ •i ··· .• -- -\ 

Date of Inspection: j Time: 

--
:_ __ 

·~,-: 
---

Shift: 1(Ffr~t or Second) 
"'""'=-"""'""'"'"'/ - ·-

Monitor 10: 
-~ 

Instrument Calibration Gases: "'"" ___ 
,-

(; /)_. ;------
... L. ~- · t --r ,- -- ; - ~· 

Background Instrument Reading: 
- _) - ./ 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery~ystem: 
Running Down 

CARBQN OR FLAR9* _,/ 
( J) 

SDS Shredde~---- Runnin,Y' Down r;/ . ,'/ '-~ 
;/ 

~---
r-

ATDU/OWS Running Down l) n 
__,;,--_ 

~ 

.--1 (') 
--- ~ - _.::.• 

--

Area 8-- Tanks 52,53,54 Runni~¥9 Down /i' 1\/ 
(Tanks 02 through 04) ~/ 

-
--- -- -------·--

t; 
" -

i 

Distillation Unit Running Down /' fl/ 
•/ i C'_ . .: 

_.; 

Tank 51 Runni119 Down A 

---·--· 

··- i; 
) 

-~ 

j_ ( '.J 

Tank 55 RunnjP9 Down () / 
.:/· 

-
-- ·----

I 

Revised 2/10/09 
\' 
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D. 1. CARBON ADSORPTION MONITORrNG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
ConditiOn D .1. 17 Record Keeping Requirements (c) . 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: c:JQ/0vL JV (;{l{'C/14-
Date lj!ntpection: 

'--' 

J Time: .~!J "'60 A h l ~· ·; /) 
Shift: (First or S~cond) 

X( (IN)_ 

Monitor ID: 
111 \\11{ if&Jl _)Ct;L) 

Instrument Calibration Gas~s: , u 
J:sosv.i-t ev IOD0PLv 

Background Instrument Reading: II 

O·D 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box. No. for 
Offsite Combustion 

YIN Date Time 
Vapor Recovery System: RuJg 

Down 

A CARBON OR f(.1R~ cs ~ - ... -
SDSShredd~ Run7 Down 

14b f) Q\1 0 
___-· - r -

ATDU/OWS Ru7g Down 

14~~ ~; 3 A f\1 () 
-----

- ·- --
Area 8 --Tanks 52,53,54 RJg Down 

/J' '1 A l;j\\ (Tanks 02 through 04) ))07- c ~ -
Distillation Unit RuJg Down 

1>77::2 'f- r A ff\] 
I ..--- -/' 

Tank 51 ving Down 
.;;~lSD () ;),tj /~\ !AI .--- -

Tank 55 R,y<ng Down t'1 ~ L{ 5,) f\ tl\1 ------ ' 
-- .~ 

L___ _______ 

Revised 2/10/09 

\' 
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D. 1. CARBON ADSORPTION MONITOfuNG LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 
ConditiOn 0.1.17 Record Keeping Requirements (c) . PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

·:L ~~·· 0 ~~··· 
Date,of Inspection: 

/ 'i /_ : •..• 

I Time: i 

.·./ .. / 

Shift: ~Firsybr Second) ·l·· ....... d" ;: 
i • 

Monitor ID: 
.fi .. .. . ,/ 

Instrument Calibration §..§Lses: .t 
.. .i. ':: ! f ( • ....... 

Background Instrument Reading: 
.) .) 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 1 Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time Vapor Recovery System: Runnin~ Down 

CARBON OR ~~~~Ef 
- )/ 

/ 

It ' SDS Shredder .... /· Runni!l9 Down 
/ -- c· r: .. j_l ATDU/OWS Runni!XJ Down 
/' 

;·· ./, > .. l I h Area 8 --Tanks 52,53,54 Running Down 

/_;., _lTanks 02 through 04} :·// 
.,;. 

I'· Distillation Unit Runn!JI9 Down 
; // ! 

•J/ hi h Tank 51 Runnipg Down 

~.~. 
/ .. /~ ~ 

;· ·,,; 
Tank 55 Running Down .... /·· r/ .. 

; 
----"-'--------

,_ ·7 ;~,/ 

i 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
{l :1111 l~ (Lttft/~4~, 

Date of '9s~ept~on: Time: j{cJ ,..
11 

"'1~/ lt~ , I / \, } , . 

Shift: (first br Second) 
T 7\1-It\ 1 

Monitor 10: /'
1 

, f<f:{. :;{' 
!IV I J ,, \,,, 

Instrument Calibration Gase§~· )3~ . hA~I . 
. L S:: ;..· J 1/, /C.c.,;J~·;'"c 

Background Instrument Reading: L~· . { 
! 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in I 

Control Device 

Insp. Replacement Roll Off Box No. for : 

Offsite Combustion 

YIN Date Time 

Vapor Recovery ~ystem: Running Down F\ 
·, //•;:."'"'"' - •,,~ 

- ly /1 
CARBON OR /FLAR~ 

\~l,:t 

SDS Shredder-·' Runn~g Down ~l A 
\;/ / 

·~~/ 

ATDU/OWS 
Running Down ! <i '() . (:.: ~,,, 

j' / 

< 
\ 

!/ 
.c 

Area 8-- Tanks 52,53,54 Running Down 
lj / ) l"? c:.,~> f1. /~' 

(Tanks 02 through 04} 
. I 
!./ 

v.· 

Distillation Unit 
Runn}ng Down ':2( 

v 

I/ l 
/ "~){1 t "l ( I i\ 

\,// 

Tank 51 
Runn;yg Down I) ':'),'~: G~ l 3 \ (~) 

',:\ {\ 
\./ 

~ 

Tank 55 
Runnipg Down 

'7) / .) tf : 
&\ ;;! 

\/ 

' 
'''"•· 

' ~/ 

I 

Revised 2/10/09 \' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

G.onditionD.1.1 0 Carbon Adsorber/Canlster Monitoring 

ConditiOn 0.1.17 Re.cord Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below undefNote. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ,, 

!Inspector: fe. . j C f 
I • e._. .D '~r(J c V\, 

1 Date of Inspection: 

, ih-.::)rJ-
'
1 I Time: 

7 () 0 

Shift: ~or Second) 
F, / s 

Monitor 10: 
1 "' ' 

"'-~ 
() 

1 

Instrument Calibration Gases~ .-f. / 
1 

_i.-sob~" t:..n'{ r Go f!/Jv/1 

Background Instrument Reading: 
I 

' 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box. No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

~~ / ·-· -· fl f1) - -
CARBQN OR FLARlf 

SDS Shredder-----' Run~ Down ft tJ - -

ATDU/OWS Ru7 
Down 

fl ~ l 4 tJ .. [?. I 
·- ""- -

Area 8 ·-Tanks 52,53,54 Run7 Down -s4 _ Q _8_ _ _A)_ 
(Tanks 02 through 04) 

} 6, ·~ -- ---
Distillation Unit Ru/g Down 

;;; l ~cf () fJ J Jc lr - -

Tank 51 Ru/g Down 
1, s A rJ 

I tf) I 
- ·-

Tank 55 Ru7'g Down 
d-t ~ g 0 4· ~j 

i t 

- .. 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PCI shall documeht compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -lc j_ L 
1

1-
e._ ,_/0 ~ £} 0 "'"" 

Oat~ of Inspection: J I Time: 

i/)'1/ld---
I 0() 

C) 

Shift: ~or Second) 
r,/'sf 

~ 

Monitor ID: , , R . 
lf'V1,"', a..c ;Looo 

Instrument Calibration Gases: I 
-::f ~~ h '-"--/-,; 'Cv. ~ toopp,f11'1 . 

Background Instrument Reading: ,o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 1 

Control Device 
Insp. Replacement Roll Off Box No. for i 

Offsite Combustion 1 

YIN Date Time 
I 

' 

J~ Recovery System: Running Down/ 

: 

/ 
/ '~ 

v -· -- A/ 
- ~ 

CARBO OR FLARE* 

IDJS Shredder Running D7 D H 1\) - ~ 

ATDU/OWS RunnJng Down A 
/ 

. ., G,D 0 !J 
J 

- -

Area 8-- Tanks 52,53,54 Ru/ing Down 0 A rJ 
(Tanks 02 through 04) 

2~') 7 I~ t 
~ -

Distillation Unit Ru7ng Down 0 fl IV 
- -

J (i i I D. J 

Tank 51 Ruvvt1g Down 1_ ;) '"3 ! 0 /\} 
: 

:;;. A '- - / 

Tank 55 R7g 
Down 0 

1"?2 i) a ~ 

~~--~ 

Revised 2/10/09 \' 
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0.1. CARBONAQSQRPI!Q_l'•LMQNJIQRING LOG FOR DJ-\11.... _,_.._ 

ConditionD.1.1 0 Carbon Adsorber/Canlster Monitoring 

C6ndit!On 0.1.17 Re.cord Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

.and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ,, 

Monitor ID: 

~A\. 

:Loo 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box. No. for 

Offsite Combustion 

YIN Date Time 

Running Down 
- -

OR FLARE* 
Running 

- -

Ru/ng 

--

Ru/'g 

~
 -

Distillation Unit 
Ru;yng 

- -

Tank 51 
Ru~g 

- -

Tank 55 
Rur g 

-

Revised 2/10/09 
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'---' D. 1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conpition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Re.cord Keeping Requirements (c) . 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION •• 

Inspector: ) , -l 
. _L~ _( ovv._,p {)Vi 

Date of Inspection: u I Time: 17Db . 

J /2 r)IJ-

Shift: ®tor Second) 
/-, /' s + 

Monitor ID: 
,-""~ Kc__c )..ooo 

Vi 

Instrument Calibration Gases: / 
I, , J 

<;c.; hv...-11} 'L-111 \" I(> o f'PvV1 

Background Instrument Reading: 
0 

t 

' 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box. No. for 

Offsite Combustion 

YIN Date Time 

~or Recovery System: Runninw Down 

~ OR .FLARE* 
.t// - -- If f!J ·- - ! 

SUS Shredder 
Running DOW!)/ G4 A tJ 

-
L/ 

- --

ATDU I OWS Runnin~ Down 
I c/ J ·.o It rU 

/ 
{, 

-· -

Area 8-- Tanks 52,53,54 Runnit:r9 Down 0, f! !I) 

(Tanks 02 through 04) / I ! ' -~ 
-

Distillation Unit Ru,u-g Down 
J9'6V s ·3 0 ll J/ ---- -

Tank 51 
Ruv-g Down 

~~ 0 II JJ - ·~ 

I 

Tank 55 
Runrytg Down 

IY; () I u /j. tu 
/, I 

--
1/ 

~ 

Revised 2/10/09 
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D. 1. CARBON AbSORPTION MONITORING LOG FOR DAILY J-\1'11... -~. 

Conpition.D.1.1 0 Carbon Adsorber/Canlster Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) . 

. . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

.and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ,, 
.. 

Inspector: 
/\/] cJ ') 

Date of Inspection: !) 
l .)t,; 

j Time: E~ 
1 

{ 

Shift: (First or Second) 
S/"( \,! 

Monitor ID: ; '( ;), {:) ·""·,: .. !( .. 

Instrument Calibration Gases: 
.. 'Sl 1 ··~ ;~t / ,,. ' 1/&::.' '(:\ 

Background Instrument Reading: 
j :; 

') ( 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in I 

Control Device 

Insp. Replacement Roll Off Box. No. for 1 

Offsite Combustion 

YfN Date Time 
• 

Vapor Recovery System: Runnlng Down 

CARBON OR FLARE* \ 
,,.-· 

" r 
/t. / 

/, 

SDS Shredder 
Run~1ng 

Down 
·'\ /V 

: c ) ( 

ATDU I OWS 
Running Down 

\ i'b// 

/: )~ ·~~ . i '/'; 

Area 8-- Tanks 52,53,54 Runnlng, Down 

\., ,../' 

· .. A1 L;,L: '{ 
1[/ 

(Tanks 02 throug_h 04) 
\ .. 

!, Vc 
_/'': 

Distillation Unit 
Running Down 

i I 1
Ai// 

.){ r \ 
/; 

/\ ~--· 
.··' 

Tank 51 
Running Down 

.. '\1 ., {: 
·.A (/ 

\"', 

I I j 

r;:·: 
, ... -· 

Tank 55 
Running Down 

"-··' A/ 
i ,,.· . c) "l l /', I. 

"·"'I; 

Revised 2/10/09 

',., 
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D. 1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

G;ondltlonD.1. I 0 Carbon Adsorber/Canlster Monitoring 

c&nditlon 0.1.17 Record Keeping Requirements (c) 

.. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

. 
. 

./ 

. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ,, 

Inspector: 

Inlet 

Vapor Recovery System: 
~ 

Running )I Down ---
CARBON 0 

SDSShred
~ 

ATDU/OWS 
Down 

Down 

Down 

Tank 51 
Down 

Tank 55 
Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box. No. for 

Offsite Combustion 

' '~ . . ,, 
,;-., 



D. 1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conoition.D.1.1 0 Carbon Adsorber/Canlster Monitoring 

C5nditlon 0.1.17 Re.cord Keeping Requirements (c) . 
. . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ,, 

Inspector: 
e.;/) t !/ r~. /) 

Date of Inspection: .I !Time: 

l_j~ ·"· . .., i! ; . 
~:) .) 

J' --~,, 

Shift: (~!!_3 or Second} 

' Monitor 10: 
''\... (_ .i-0·.! j 

Instrument Calibration Gases: 
··~- ';(.i~ J ;·· J •. ( rl. ;~<::·. ! . 

Background Instrument Reading: 
/ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off BoX. No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recov~~ystem: 
Running Down ti 

GARBQN OR /FLAREf L/ 

IV 

SDS Shreddet .. · .J 
Running Down l-t i\) 

I 

// .. 

! 
I 

ATDU/OWS Runn!r(g Down A A/ 
i/ ' :• 

() 
.~ 

Area 8 ~-Tanks 52,53,54 Running Down l.i 
-

(Tanks 02 through 04) 
/ 

4 (.). 
. tl 

i \ 

Distillation Unit Run,~1lp9 
Down r-:~ 

Cf. 'i 
. i ~:,? J. l~c· ;(' 

Tank 51 
RunniJig Down ...... ·•· 

(:1 /i ,~/ 
I i<; .~··" j 

:'/J I 

Tank 55 
RunnVi'g Down 

1 
p" /1)/ 

. / 

'*''-

~/ 
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D. 1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

G.onoitionD.1.1 0 Carbon Adsorber/Canlster Monitoring 

C6ndiilon 0.1.17 Re.cord Keeping Requirements (c) . 
. . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION •• 

Inspector: 

Date of ~~~pec~ion: 
\ ., #) .. 

Shift: (First oi\Secong),J 
'~-··""" 

Monitor ID: 

Instrument Calibration Gases: 
d 
t 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box. No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Down 

CARBON OR i?CAR~--
SDS Shredder 

Down 

ATDU/OWS ~~.~i~~l 
Down 

Area 8 --Tanks 52,53,54 Down 

Tanks 02 throu h 04 

Distillation Unit 
Down 

Tank 51 
Down 

Tank 55 
Down 

Revised 2/10/09 \' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Con(jitlon..D.1.1 0 Carbon Adsorber/Canlster Monitoring 

Condition D .1.17 Re.cord Keeping Requirements (c) . 
. . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when theSDS shredder, the ATDU, the Distillation Unit, 

.and the tanks are in operations. PCI shall replace the carbon canister when breakthrough Is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION ,, 

Inspector: 

Monitor ID: 

Instrument Calibration Gases: 
c:: ,.~ .. 
~.,> "'= 

Background Instrument Reading: 

Location of Carbon 

Control Device 
Unit Status 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder I Running I Down 

\~#'"+""'"""''/ 

ATDU/OWS I Runnill€J I Down 
"'/""' --

Area 8-- Tanks 52,53,54 Runnip.g I Down 
-",;/"''""' 

Tanks 02 throu h 04 
~.,;-" 

Distillation Unit Runn!ng Down 
/' 

\"""'//''" 

Tank 51 
1 Runnirg I Down 

Tank 55 I R~.~mg I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box. No. for 

Offsite Combustion 

-~;.· 

\' 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTEkLY 

G;.on9ition 0.1.1 0 Carbon Adsorber/Canlster Monitoring 

C6nditfon D .1.17 Record Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS sh'redder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION,, 

Inspector: 

Date o\. ~~~,ection: I TimeC: 

Shift: (First oi(Seconc!). 
''~--""'"~'"' 

Monitor ID: 

Instrument Calibration Gases: 
(:· 

Background Instrument Reading: 
'-

Location of Carbon 

Control Device 

Vapor Recovery System: 
/'~--~-.. , 

CARBQN OR/FLA~p* 

SDS Shredder# 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

(Tanks 02 through 04) 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

\.~ 

Unit Status 

(RUnning I Down 

···~------~~--· 

~':~~~~- l Down 

R~~§~ I Down 

I Down 

';Running I Down 

'--······""'' 

inlet 

---

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

--

Spent Carbon Placed in 

Roll Off Box. No. for 

Offsite Combustion 

\' 



D. i. CARBON AbSORPTION MONITO,RlNG LOG FOR DAILY AND QUARTERLY 

Gondition.D.1.1 0 Carbon Adsorber/Canlster Monitoring 

COndition D .1 .17 Re'cord Keeping Req.uirements (c) . 
. .. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per .shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks a~e in operations. PCI shall replace the carbon canister when breakthrough .is det~cted as stated below under Note. 

Instrument Calibration Gases: 

Background Instrument Reading· 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 ~-Tanks 52153,54 

(Tanks 02 through 04) 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status 

I Running I Down 

H~ !Down 

Runni~ I Down 
";_/ 

R~ I Down 

R~ 

Inlet Exhaust Visual 
Insp. 

Carbon /f':np 
Replaaement·. 

YIN Date Time 

~~--

.---

Spent Carbon Placed in 

Roll Off Box. No. for 

Offsite Combustion 

.-
--

,_.;" 

_ __,;. 

. ,., 
\' 


